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Photometric Data Electrical Data

Bambino 300 Supply Voltage 110/240V  50/60Hz

Throw (ft) 5 10 15 20 Cable & Switching 13ft 3 x 16AWG cable with in-line switch and
FC I7%] FC 17} FC %] EC [%] moulded GR connector

Flood 49° 180 4.5ft 45 oft 20 13.5ft B R Standards Compliance Bambino 650 UL and cUL listed

Spot 11° B R 225 19ft 100 2.9ft 55 3.8ft Bambino 300 submitted for listing

Performance based on FKW 300W lamp Environmental Data

For performance with FRB 500W lamp multiply FC by 1.67

Max Operating 50°F
Performance at any distance: Flood 4548 + Distance2 Ambient Temp
Performance at any distance: Spot 22682 + Distance? IP Rating P20
) Recommended N90° - 0 - \90°
Bambino 650 angles of use
et b ” 2° ®
= @ e @ Fo Z Fo Z _ Mechanical Data __ .

Flood 53° 110 10t 50 15ft 25 20ft - N Paint/Finish B)I(a}[ck Ep\;]vtzer coat(f[d eptoxytpalntt ywth ipeTlaI
Spot 11° i i 290 20t 160 38ft 100 48ft extra high temperature treatment in critical areas
Performance based on FRK 650W lamp Lamp House Pressure_dlecast alurr_1_|n|um two piece construction
For performance with FRB 500W lamp multiply FC by 0.77 Lens Heat resistant borosilicate glass:

. . 9 Bambino 300 3%," diameter
Performance at any distance: Flood 10700 + Distance Bambino 650 51/g" diameter
Performance at any distance: Spot 64800 + Distance? Reflector Spherical anodised aluminium reflector optimised for

Lamp IDEL ) lamp/lens combination

: p— Mounting/Suspension  Cast aluminium yoke with 5/g" (16mm) socket.
Order lamps for replacement to the following specifications. Bambino 300 has single sided yoke with facility for

Watts 650 500 300 650 500 standard height mounting giving full rotation around
Designation FRK(CP89) FRB(CP82) FKW(CP81) FRE(T26) FRF(T18) fixture or reduced height for tight rigging situations
Base 2PP(GY9.5) 2PP(GY9.5) 2PP(GY9.5) 2PP(GY9.5) 2PP(GY9.5) Operational Data
Lumens 16900 12500 6900 15000 1100 L A Throuah hinging lens d
LCL 46mm 46mm 46mm 46mm 46mm BZ;an ceess rough hinging fens door
Rated Life-Hours 200 150 150 400 400 Adjustment By 4-leaf rotating barndoor
Colour Temp 3200K 3200K 3200K 3050K 3050K Focus Adjustment By rear facing rotary control with helical

screw focus mechanism

Accessory Fitting Drop-in accessories with spring loaded top

catch for retention

Weights and Dimensions

Bambino 300 Bambino 650

Length 162mm (6.4") 188mm (7.4")
Width 153mm (6") 203mm (8")
Height

Head only 178mm (7") 203mm (8")
With yoke-stand mounted  243mm (9.6") 297mm (11.7")
With yoke-hanging 212m (8.4") 307mm (12.1")
With short yoke-hanging ~ 178mm (7") -

Weight

Fixture 2.3kg (5.0lb) 2.6kg (5.71b)
Barndoor 0.7kg (1.5Ib) 0.8kg (1.8Ib)
Shipping Data

Packed Weight 3.9kg (8.5Ib) 4.5kg (10Ib)
Packed Volume 0.012 m® (0.42cu ft) 0.029 m*(1cu ft)
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